
AM-2000 low power AM transmitter system

•FREQUENCY AGILE. PRICED RIGHT•

• Ideal for Unlicensed LPAM Radio Stations

• Typical 1/4 Mile Radius Coverage Area

• Compatible With Any Audio Source

• Durable Outdoor Steel Enclosure

• 25’ Audio Interconnect Cable

• Digitally Synthesized Tuner

• Simple Mounting System

• 100 Milliwatt Output

• FCC Certified Unit

• Frequency Agile

• Simple Activation

• Intuitive Installation

• Steel Locking Mechanism

• Ultra-Stable Electronics Package

• Standard 8.5’ Steel Whip Antenna

• Straight-Forward Frequency Selection

• Used for Auto Racing and Other Events

• Great for Guest and Tourist  Information



AM-2000 SPECIFICATIONSAM-2000 SPECIFICATIONSAM-2000 SPECIFICATIONSAM-2000 SPECIFICATIONSAM-2000 SPECIFICATIONS

Transmitter Type Frequency Agile, AM Transmitter
Frequency Range Selectable from 530kHz to 1700kHz
Enclosure Size Outside Dimensions: 6” x 8” x 4.5”
Enclosure Type Outdoor Weather-Tight Steel with Lock.
Output Power 100 milliwatts (maximum permitted by the FCC)
Antenna Type 8.5’ Steel Whip (maximum permitted by the FCC)
Audio Line 25’ Interconnect Cable (to connect with audio source)
Selection Method Digitally Synthesized, Crystal Referenced DIP Switch Control
Power Supply Standard AC
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AM-2000 low power AM transmitter system

LPB Communications, Inc. 610-825-4100 Phone
960 Brook Road, Unit 5 610-825-4047 Fax
Conshohocken, PA 19428 www.lpbinc.com

WE HAVE MOVED!!!  PLEASE MAKE A NOTE!!


